
 HEATED FVL 

Heated FVL features  

¶ Designed for high use with heated pneumotach and 

integrated weather station 

¶ Simple USB connection 

¶ High discrimination Lilly-type flow pneumotach 

designed for the most compromised of respiratory 

patients 

Screening Spirometry and more  

A highly durable and accurate spirometer coupled 

to the world-renowned ComPAS PFT Software. 

Remarkable performance across all 26 ATS flow 

volume waveforms makes this device ideally   

suited to patients of all ages and pulmonary        

conditions.  

Simplicity and Accuracy  

With ComPAS testing is as easy as 1, 2, 3é 

1. A simple touch on [Spacebar] begins all tests. 

2. When maneuvers are completed, the software checks 

the individual effort against ATS recommended     

PERFORMANCE criteria. If the effort meets these test 

standards, a hollow check mark provides visual     

confirmation. 

3. Once the appropriate number of tests meet both  

PERFORMANCE and REPRODUCIBILITY criteria, solid 

check marks appear confirming that ATS standards 

have been met. 

Flow Volume Loops  

Through clever use of interactive help and clinical 

monitoring, ComPAS provides excellence in    

spirometry. Flow Volume efforts can be         

completed in any order of breathing with full  

fidelity of the loop captured and stored. For   

reports, data is automatically selected by ATS 

criteria; however, the user can override both data 

and loop selection if desired.  

Incentive Screens - For testing young children, 

brilliant incentive graphic animation is employed 

to encourage effort and response. Can you land 

the rocket ship on the moon? 
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Specifications  
Model Number  Heated FVL 

PC Operating System Networked or Stand Alone  

   Windows 7 or 8 

Size 

 Base  3.6(h) x 5.9(w) x 7.3(d) in 

 Handset  7.3(h) x 1.7(w) x 1.2(d) in 

Weight 

 Base  3.9 lb 

 Handset  1.3 lb  

Operating Temp Range 63 - 99° F  

Power Supply  110v 60Hz 

 

Flow Detection Principle Lilly type pneumotachograph 

Volume Detection  Flow integration @ 100Hz 

Accuracy   Volumes: Better than +/- 3%  

   Flows: Better than +/- 5%  

   (Max 16L/s / Min 0.02L/s)  

Linearity   +/- 1% in range 

   0.1 L/s to 16 L/s 

 

Performance Standards ATS/ERS 2005 & EN ISO  

   23747:2009 

Safety Standards  IEC 60601-1:2005 

Medical Safety Standard Medical Devices Directive 

   93/42/EEC 

Designed & Manufactured  

By Medisoft Under ISO 13485:2003,  

   FDA 21CFR820, CMDR 

ComPAS Software 

By Morgan Scientific Inc. ISO 13485:2003 

   Certificate #14378 

Capabilities  

Test capability  Static Spirometry, Flow Volume 

Loops, MVV, Cough Peak Flow and 

Bronchial Challenge. 

 

 Nonin WristOx Six Minute Walk 

 

ComPAS Features 

 Predicteds GLI, ATS/ERS, Polgar, Knudson, 

Crapo & Morris, Hsu, Wang & 

Dockery and many more. 

  

 Reporting Brilliant library of report options:

 Å Logo and header design 

   Å Manual entry information 

   Å Numerous test graphics 

   Å Summary of all efforts  

   Å Overlay of graphics 

   Å Past test result history 

   Å Serial data trend graphing  

   Å Computer impressions 

   Å Captured digital signature 

   Å Administrative Reports 

   Å QA Reports 

   Å Research Query Reports 

  

 Interfacing Health Level Seven (HL7)  

  

 Remote 

 Interpretation When tests are completed, results 

can be routed to any network/

internet connected station for 

physician interpretation 

 Remote Support Using secure internet connections  

The full power of the most 

admired PFT software available. 

ComPAS provides exceptional 

capability and versatility! 

High discrimination Lilly 

pneumotach with ergonomic 

handle and docking station 

Integrated heating for the 

pneumotach and full 

weather station for 

temperature and barometric 

pressure recording 

  HEATED FVL 
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